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MSeries applications
PP M Product appearance:

Sports venues, theaters, performance halls, multi-functional halls,

lecture halls, auditoriums, clubs, discos, mobile performances

Front view Left view
BProduct features .

— The high-frequency adopts the latest acoustic lens patent technology, achieving
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efficient conversion of the wave front from point source to line source. fi- — X
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— The inverted-phase cabinet structure is suitable for various application scenarios. .
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— The all-aluminum built-in suspension components reduce the weight of the cabinet, Top view Rear view Side view

allowing for the suspension of up to 18 speakers, while maintaining a 7:1 safety factor.

Each speaker can be adjusted within the range of 0° to 10°. It can be combined with

BMTechnical parameters:
this series of subwoofers for hanging installation.

Frequency response 50Hz~20kHz
— The carefully optimized tuning ensures excellent transient response of the speakers.

Nominal impedance LF:2x8Q ; MHF:8Q ; HF:16Q
The improved inverted-phase tube system reduces the wind noise and airflow inside Ratedpower(AES) LF:1000W : MHF:800W : HF:180W
the tube while strengthening the structure of the cabinet, minimizing the adverse Nominal coverage angle 110°

Left LF: 1+2-; RightLF: 3+4-;
MF: 5+6-; HF: 7+8-

vibrations of the cabinet to make the sound purer. .
mode of connection

— Equipped with all-aluminum built-in suspension components, it can be connected . .
Dimensions(WxDxH) 976x580%x376mm

with this series of full-range suspensions, or stacked with this series of full-range and Weight 63Kg

subwoofers. The hanging connection can be applied according to different occasions.
— The classic four-point suspension design, with alloy aluminum sleeves and built-in

connectors, has a simple, lightweight, and aesthetically pleasing appearance, and the
hanging installation is simple and convenient. This series of products can form a

system by combining subwoofers, full-range speakers as per requirements.
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