TH912 THYOO series

BAPPLICATIONS

Main speakers for the convention hall.

Auditorium, theatre, church, stadium.
Multi-purpose hall.

Main speaker and aux speakers for clubs or discos.
Stage monitor.

Live sound reinforcement.

BFEATURES

Th912 is a single 12" two-way speaker with phase inversion
structure, 75mm superalloy diaphragm, the dispersion of the
tweeter horn is 60° X 40° and the woofer 75mm ferrite.
The enclosure is made of high intensity plywood with black
paint points. The protective area of the unit is furnished with
iron net which covered with sound transparent cotton.
Compact trapezoid enclosure with twelve M10 suspension

points, which enables suspension for multiple directions.

B Technical Specification

Model TH912

Type | 1X12" two-way full range speaker

BFrequency

Frequency response | 50Hz-18kHz
Sensitivity(1W/1m) | 100dB

MAX SPL | 126dB(continuous), 132dB(peak)
Rated power(AES) | 400W
R s | \'\._:'R""\ Nominal impedance | 8ohm
Dispersion(HxV) [ 60° x 40°
Connector | 2 SPEAKON NL4MP 1+1-
Fittings | 12 M10 flying points,pole mount socket|
Dimension(WxDxH) | 400mmx360mmx645mm
Weight | 26kg
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